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MK3 4 M-LOK SLIM 

Design         art.: S20050 

 

The assembly consists of the following parts:  
 

 

 upper rail  lower handguard  MK3 dust cover  gas tube  top clamp 

 screws 
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1. Prepare your firearm: remove the original dust cover, recoil spring, bolt carrier group, handguards with 

retainer 

 

 

 

 

 

 

 

 

 

 

 

WARNING! Make sure your firearm is unloaded and safe before beginning any procedures! Your safety is 

your responsibility! 

Installation instructions 

 

I. Install the top clamp and lower handguard: 

 

 

 

 

 top clamp  lower handguard 

  

2. Set the top clamp and lower handguard onto the barrel 
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4. Install and secure the gas tube, reinstall the bolt carrier group 

 

 

 

 

 

 

 

 

 

 

 

 

 

WARNING! Finger-tighten, do not make too snug! 

 

 

 

 

 
 

 

 

II. Secure the lower handguard, install the gas tube and reinstall the bolt carrier group:  

 

 

 

 

 gas tube  bolt carrier group   screws 

  

3. Secure the lower handguard 
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III. Install and secure the upper rail: 

 

 

 

 

 upper rail  screws 

  

5. Install the upper rail 

6. Secure the upper rail 

 

 

 

 

 

 

 

 

 

 

 

 

 

WARNING! Finger-tighten, do not make too snug! 
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IV. Reinstall the recoil spring and install the MK3 dust cover: 

 

 

 

 

 MK3 dust cover  recoil spring  screws for tightening 

  

7. Reinstall the recoil spring, install the MK3 dust cover 

8. Tighten selected screws to 30 inch pounds (3,5 Nẗm) 
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MK3 4 M-LOK SLIM FULL TOP RAIL CHASSIS 

Design         art.: S20048 

 

The assembly consists of the following parts:  
 

 

 upper rail  lower handguard  MK3 dust cover  gas tube  top clamp 

 screws 
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1. Prepare your firearm: modify the rear sight housing as shown; remove the original dust cover, recoil 

spring, bolt carrier group, handguards with retainer 

 

 

 

 

 

 

 

 

 

 

 

WARNING! Make sure your firearm is unloaded and safe before beginning any procedures! Your safety is 

your responsibility! 

Installation instructions 

 

I. Install the top clamp and lower handguard: 

 

 

 

 

 top clamp  lower handguard

 

  

2. Set the top clamp and lower handguard onto the barrel 
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4. Install and secure the gas tube, reinstall the bolt carrier group 

 

 

 

 

 

 

 

 

 

 

 

 

 

WARNING! Finger-tighten, do not make too snug! 

 

 

 

 

 
 

 

 

II. Secure the lower handguard, install the gas tube and reinstall the bolt carrier group:  

 

 

 

 

 gas tube  bolt carrier group   screws 

  

3. Secure the lower handguard 
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III. Install and secure the upper rail: 

 

 

 

 

 upper rail  screws 

  

5. Install the upper rail 

6. Secure the upper rail 

 

 

 

 

 

 

 

 

 

 

 

 

 

WARNING! Finger-tighten, do not make too snug! 
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IV. Reinstall the recoil spring and install the MK3 dust cover: 

 

 

 

 

 MK3 dust cover  recoil spring  screws for tightening 

  

7. Reinstall the recoil spring, install the MK3 dust cover 

8. Tighten selected screws to 30 inch pounds (3,5 Nẗm) 



 

    13 

 

MK3 7 M-LOK SLIM 

Design         art.: S20049 

 

The assembly consists of the following parts:  
 

 

 upper rail  lower handguard  MK3 dust cover  gas tube  top clamp 

 screws 
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1. Prepare your firearm: remove the original dust cover, recoil spring, bolt carrier group, handguards with 

retainer 

 

 

 

 

 

 

 

 

 

 

 

WARNING! Make sure your firearm is unloaded and safe before beginning any procedures! Your safety is 

your responsibility! 

Installation instructions 

 

I. Install the top clamp and lower handguard: 

 

 

 

 

 top clamp  lower handguard 

  

2. Set the top clamp and lower handguard onto the barrel 
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4. Install and secure the gas tube, reinstall the bolt carrier group 

 

 

 

 

 

 

 

 

 

 

 

 

 

WARNING! Finger-tighten, do not make too snug! 

 

 

 

 

 
 

 

 

II. Secure the lower handguard, install the gas tube and reinstall the bolt carrier group:  

 

 

 

 

 gas tube  bolt carrier group   screws 

  

3. Secure the lower handguard 
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III. Install and secure the upper rail: 

 

 

 

 

 upper rail  screws 

  

5. Install the upper rail 

6. Secure the upper rail 

 

 

 

 

 

 

 

 

 

 

 

 

 

WARNING! Finger-tighten, do not make too snug! 
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IV. Reinstall the recoil spring and install the MK3 dust cover: 

 

 

 

 

 MK3 dust cover  recoil spring  screws for tightening 

  

7. Reinstall the recoil spring, install the MK3 dust cover 

8. Tighten selected screws to 30 inch pounds (3,5 Nẗm) 
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MK3.1 MIL/LE CHASSIS 

Design         art.: S20053 

        S20054 
 

The assembly consists of the following parts:  
 

 

 upper rail  lower handguard  MK3 dust cover  gas tube 

 top clamp, sliding blocks  MK3 mount  screws 
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1. Prepare your firearm: remove the original dust cover, recoil spring, bolt carrier group, handguards 

 

 

 

 

 

 

 

 

 

 

 

 

WARNING! Make sure your firearm is unloaded and safe before beginning any procedures! Your safety is 

your responsibility! 

Installation instructions 

 

I. Install the top clamp and MK3 mount: 

 

 

 

 

 top clamp  MK3 mount 

  

2. Set the top clamp and MK3 mount onto the barrel 
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4. Install the gas tube and reinstall the bolt carrier group 

 

 

 

 

 

 

 

 

 

 

 

 

 

WARNING! Finger-tighten, do not make too snug! 

 

 

 

 
 

 

 

II. Secure the MK3 mount, install the gas tube and reinstall the bolt carrier group:  

1 

 

 

 

 

 gas tube  bolt carrier group   screws 

  

3. Secure the MK3 mount 
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6. Secure the gas tube and upper rail 

 

 

 

 

 

 

 

 

 

 

 

 

 

WARNING! Finger-tighten, do not make too snug! 
 

 

 

III. Install and secure the upper rail: 

 

 

 

 

 

 

 upper rail  screws 

  

5. Install the upper rail 
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IV. Tighten the screws and install the lower handguard: 

 

 

5 M-LOK (S20053)

 

6 M-LOK (S20054)

 

 

 sliding blocks  lower handguard  screws for tightening 

  

7. Tighten selected screws to 30 inch pounds (3,5 Nẗm) 

8. Install the lower handguard 
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V. Secure the lower handguard, reinstall the recoil spring and install the MK3 dust 

cover: 

  

 

 

 

 MK3 dust cover  recoil spring  screws 

  

9. Secure the lower handguard 

10. Reinstall the recoil spring, install the MK3 dust cover 

 

 

 

 

 

 

 

 

 

 

 

 

 

WARNING! Finger-tighten, do not make too snug 
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VI. Tighten the screws: 

 

 

 

 

 screws for tightening 

  

11. Tighten selected screws to 30 inch pounds (3,5 Nẗm) 
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MK4 CHASSIS 

Design         art.: S20130 

        S20131 
 

The assembly consists of the following parts:  
 

 

 upper rail  lower handguard  MK3 dust cover  top clamp  screws 

 mount 
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1. Prepare your firearm: remove the original dust cover, recoil spring, bolt carrier group, handguards 

 

 

 

 

 

 

 

 

 

 

 

 

WARNING! Make sure your firearm is unloaded and safe before beginning any procedures! Your safety is 

your responsibility! 

Installation instructions 

 

I. Install the top clamp and mount: 

 

 

 

 

 top clamp  mount 

  

2. Set the top clamp and mount onto the barrel 
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4. Tighten selected screws to 30 inch pounds (3,5 Nẗm) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

II. Secure the top clamp and mount: 
   

1 

 

 

 

 screws 

  

3. Secure the mount 
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6. Reinstall the bolt carrier group 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

III. Install the upper rail and reinstall the bolt carrier group: 

 

 

 

 

 

 

 upper rail  set screws   bolt carrier group 

  

5. Install the upper rail. The set screws heads should touch the mount preventing misalignment 


